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Absorbent Indoor High

Moss: highly absorbent walk-off entrance carpet
in an extensive colour range, for demanding
commercial environments in which design and
ambience are important.

Design

Moss has a matt appearance. The cut, heat-set, frisée
creates a ‘sandy’ pile definition. The subtle, grey accent
is reflected in every colourway and enhances the mat's
lively appearance. The grey and brown tones match any
floor - whether oak, marble, stone, terrazzo or ceramic.
The green tone is special, as biomimicry and
sustainability are green principles that are increasingly
being applied to interior design.
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Colours
Ash grey Brick red Charcoal grey Concrete grey Limestone grey Maroon red
MO83 MO92 MO51 MO81 MO11 MO91
NCS: 8502Y NCS: 7020Y70R NCS: 8502G NCS: 5005Y20R NCS: 6010G70Y NCS: 5540Y90R
Pine green Sandstone ocre Slate grey Walnut brown
MO71 MO31 MO82 MO21
NCS: 8010G30Y NCS: 6020Y NCS: 7005G80Y NCS: 7010Y30R

Specifications PVC

| File material [ PAG/ECONYL® (100%)

Pile weight 150 8543 | 900 gr/m?

Use classification EN 1307 - 33

Flammability Euroclass EM 13501 | Bflfs1

|S|gesrulls Ak -135!200 crm, £ 20 m?

Sizes mats¥** - 60/90, 904150, 135/200 cm .
| Backing [ Py .
Sand absorption class* 2

|OpL|LaI\:Ia55** -2,5

Absorption capacity TNO We034 | 5.0 1/m?2

|Tc.1l;a| weight 150 8543 3.700 grim?
Pile height 150 1766 [ 6 rmm
|Tc.1ta|heighl 1501765 - 8.5 mm

Pile density 150 8543 0,128 giem?
|N.JHILIEI of stitches IS0 1763 | 118.000 /m?
Wearing class EN 1963 33

| Comfort EN 1307 L3
Dirmensianal stability 150 2551 < 0,4%
|nght fastness IS0 105 BO2 -:hE-

Water fastrness 150 105 BO1 4

|Rubbir1g fastress IS0 105X12 | 4-5

Salt water 150 105 E02 -4 5
|Sh.‘:1rT'.pr_'-r_'- BS 1006 4

COrganic solvents 150 105 X05 |4

| static charge 150 6356 <2 KV

Slip Resistance EM 13893 [

|‘r’ar'1 canstruction Velaur
Design - Ui
|C3I3urs 10
Suitabililty for stairs EN 1963 oceasional use

| Suitability for castor chairs EM 985 | occasional use
Primary backing nonwoven PET/PA

|De;|aral|r_1n of Performance Available

*Sand Absorption Class 3: >=90%, Sand Absorption Class 2: 80% =< class 2 < 90%, Sand
Absorption Class 1: =< 80% ** Optical Class: 5 is best, 1 is lowest *** All listed dimensions
include a PVC edge of 2.5 cm.




